
Technical modif ications reserved.

Application instructions for
ISOLENA WoolFix Mounting aids

The ISOLENA WoolFix  mounting aids are engineered
for the secure attachment of f ibrous insulation
materials ,  effectively preventing sl ipping or settl ing.
Constructed f rom premium, durable materials ,  they are
well-suited for aff ixing f ibrous insulation to smooth
vertical  surfaces,  including concrete,  plasterboard,  or
wood-based substrates.  Their uti l ity is  especial ly
pronounced in drywall  construction,  where staple
fastening is not feasible.

ISOLENA instal lation tip

Recommended placement of the WoolFix
assembly aid for the professional
attachment of ISOLENA insulation
materials to single and double stud f rames.
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For optimal stability, we
recommend utilizing

2 aids per square
meter for a

stud spacing of
62.5 cm with a wall
height of 3 meters.
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The ISOLENA WoolFix insulation holders feature
diagonally protruding steel wire needles on the f ront
that penetrate the insulation substrate (felt  surface) ,
along with double-sided adhesive tape on the back for
attachment to the corresponding components.

Instal lation should be conducted in accordance with
the attached drawing. Based on the wall  height ,  we
recommend the instal lation of four ISOLENA WoolFix
units per instal lation.

Before instal lation,  verify that the surfaces are devoid
of grease and dust to guarantee optimal adhesion of
the adhesive tape.  I f  the adhesive strength of the
substrate is inadequate,  the ISOLENA WoolFix should
be instal led at the designated locations using
mechanical fasteners (e.g. ,  drywall  screws or impact
anchors) .  The ISOLENA WoolFix mounting aids are
equipped with matching hole punches.

To detach the release l iner f rom the adhesive tape,  we
recommend uti l izing the ISOLENA WoolFix instal lation
tool .  The tool 's  coarse bristles should be drawn along
the edge of the release l iner to separate it  f rom the
adhesive tape.

You can subsequently remove the remainder by hand.
Next ,  insert the brush wires of the ISOLENA WoolFix
instal lation tool into the steel wire needles of the
ISOLENA WoolFix instal lation aids,  ensuring they are
positioned correctly,  and press them f irmly against the
wall .  Completed!

Important safety announcement:
The ISOLENA WoolFix assembly aids are not intended
for use as toys and should only be operated by trained
professionals.  Improper use of the sharp steel wires
may result in injury.  I f  you have any uncertainties,
please reach out to the ISOLENA team.

ISOLENA WoolFix assembly aids that are not in use
should be stored in a dry location within sealed boxes
to prevent unauthorized removal .

SCAN QR CODE TO ACCESS
INSTALLATION VIDEOS !


